#1 COPPER CHOPS

Ecovery is a major supplier of copper products, including
#1 Copper Chops processed from shredding and granulating
Aluminum Copper Radiators. The copper can be supplied in

shred or puck form.

You can always expect a high quality Copper Chop, more than
99.9% pure. Our in-house laboratory employs strict procedures to
sample each box or super sack against a spectrometer to ensure

our Chops meet a consumer's specifications prior to shipping.

SAMPLE CHEMISTRY

Similar to insulated copper wire (ICW) chops

99.9% pure; 99% + copper content
"Aluminum content will run between .02 and .05 with an average of .028 to .04

ID Cu S Sn Cd Ni Fe Cr Si Zn Al Pb
Runno. 1 99.915 | 0.006> 0.000 0.000 0.000 0.008 00000 | 00069 | 00063 | 00328> 0.011
Runno. 2 99919 | 0.006> 0.000 0.000 0.000 0.008 00000 | 00057 | 00061 | 0.0316> 0.011
Runno. 3 99.920 0.005 0.000 0.000 0.000 0.007 00000 | 00049 | 00062 | 00307> 0.011
Runno. 4 99.904 | 0.006> 0.000 0.000 0.000 0.005 00000 | 00052 | 00045 | 0.0309> | 0012
Runno. 5 99.907 0.005 0.000 0.000 0.000 0.005 00000 | 00042 | 00044 | 00289 0013
Run no. 6 99.910 0.005 0.000 0.000 0.000 0.004 00000 | 00034 | 00042 | 00282 0013
Runno.7 99.908 0.005 0.000 0.000 0.000 0.004 00000 | 00028 | 00046 | 0.0274 0.015
Runno. 8 99.910 | 0.006> 0.000 0.000 0.000 0.004 00000 | 00030 | 00041 | 00296 0010
Runno. g9 99.911 0.005 0.000 0.000 0.000 0.004 00000 | 00026 | 00043 | 00287 0010
Average 99.912 0.005 0.000 0.000 0.000 0.005 00000 | 00043 | 00050 | 0.0299 0.012
g;:tcémer 90.8- 100%| 0-0.005% | 0-0.02% | 0-0.002% | 0-0.03% | 0-0.03% | 0-0.03% | 0-0.03% | 0-0.03% | 0-0.03% | 0-0.02%

PRODUCT APPLICATIONS
Tubing
Busbar

Chemical/Powder
Manufacturing

Electrical Wire

Hardener for Use in
Aluminum and Steel Mills

PACKAGING OPTIONS
Gaylord Boxes

Super Sacks

Loose

10, 20, 25, 35, 50 lb. bags

SHIPPING OPTIONS
Shipping Point: Loxley, AL

Nearest Port:
Mobile, Alabama

Nearest Rail Spur:
Mobile, Alabama
o Scan for more
& information

FUELING REINVENTION

S ECOVERY

26320 Railroad Ave.
Loxley, AL 36551



